
Please refer to your state and/or local onsite wastewater treatment and disposal  
regulations for details pertaining to your systems design, installation and maintenance 
requirements.  

¶ Forks on loader or forklift to unload pallets 

¶ Screw drivers 

¶ Nut Drivers 

¶ Concrete screws and/or nuts and bolts  

¶ PVC pipe saw 

¶ PVC Cleaner and Cement 

¶ Gloves 

¶ Paper Dust Masks  

Items Needed For Assembly  

Eco-Pure Peat Moss Biofilter 

Assembly Guide July 2010 

Simply Natural, Naturally Simple 

PBFC Series for Concrete Tanks (Models PBF2C, PBF3C, PBF4C, PBF6C) 

PBFC List of Included Materials  

Item Name/Number  Description  Qty 

PBFC Riser 28-5/8" x 48-1/8" x 14" Riser 1 

PBFPP Peat Moss Pillows Varies 

PBFPB Peat Moss Bales, Loose Peat Moss Varies 

PBFDP Distribution Plate, 31-1/2ò x 66-1/2ò x 3ò  1 

PBFIC Insulation Cover, 24ò x 47-1/2ò x 1ò 1 

PBFC Peat Filter Cover, 25ò x 52ò x 6ò 1 

PBFC-IPA Inlet Piping Assembly 1 

PBFC-4WAY 4ò PVC 4-Way Fitting 1 

 

Items Supplied Separately  

Clean Non-reactive Rock or Synthetic Aggregate  Varies 

4ò Thin Wall Pipe (DWV), Perforated Varies 

4ò Thin Wall Pipe (DWV), Solid Varies 

4ò Thin Wall 90o Fittings 6 

4 PVC Pipe Hangers or Non-Corrosive Pipe Straps 

 

¶ Components vary depending on the Eco-Pure model 

¶ Only top seam (monolithic) concrete tanks may be used to house the Eco-

Pure Peat Moss Biofilter 
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Applications  

¶ Single Family and Multi-Family Homes 

¶ Apartment Complexes 

¶ Churches 

¶ Office Buildings 

¶ Restaurants 

¶ Seasonal Use Homes 

¶ Water-Front Homes 

¶ Small Lots 

The Eco-Pure Peat Moss Biofilter must be designed per the Eco-
Pure Design, Installation and Maintenance Guide, July, 2010. All 
systems incorporating the Eco-Pure Peat Moss Biofilter must by 
designed by a state  registered Professional Engineer or a state 
approved system designer.   

Design  Procedures  

Routine inspection and maintenance must take place at least once 
per year. Maintenance must be performed per the Eco-Pure      
Maintenance Guide, July, 2010. Only factory trained personnel may 
perform maintenance. 

Maintenance Procedures  

Installation Procedures  

The Eco-Pure Peat Moss Biofilter must be installed per the manu-
facturerôs Installation Guide, July, 2010. Only factory trained person-
nel may install the Eco-Pure Peat Moss Biofilter Filter. 



Eco-Pure Peat Moss Biofilter 

Assembly Instructions  

Simply Natural, Naturally Simple 

PBFC Series for Concrete Tanks  

1. Cast the PBFC Riser into the center of the concrete lid. The riser 
should be cast 2ò into the concrete allowing a 12ò grade riser. 
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2. Perforated air vent / discharge pipe assembly.  Assemble the 4ò 
perforated pipe in the bottom of the tank. The 4ò PVC 4-Way fitting is 
placed in the center of the tank to connect (weld/glue) three (3) air 
vent/collection pipes and the 4ò air vent/discharge pipe. The pipe  
opposite the discharge pipe is capped. Connect 4ò 90 degree fittings 
to the 4ò perforated pipe The holes in the pipe must be down.  

3. Air vent assembly.  Connect (weld/glue) the 4ò PVC 90 degree  
fittings to the perforated pipe at the tank wall. Connect (weld/glue) 4ò 
solid pipe to the 90 degree fittings. Secure the 4ò solid pipes to the 
tank wall using pipe hangers or non-corrosive pipe strap. 

4. Aggregate placement . Place 12ò of non-reactive rock or synthetic 
aggregate into bottom of tank completely covering the 4ò perforated 
pipe. If using synthetic media, it must be packed tight against the tank 
walls and the 4ò perforated pipe.  

5. Peat Pillows Bottom Row. Begin placing peat moss pillows  
directly on top of the aggregate at the walls and working towards the 
center of the tank. . The pillows should fit together snuggly and may 
even overlap. Wrap a pillow around the 4ò PVC vent pipe along the 
wall. The bottom row of pillows should face in the same direction 
(except along the PVC vent pipe).  

6. Loose Peat Bottom Row. Place loose peat (2 bales) over entire 
bottom row of peat pillows. Fill in all voids between peat pillows. 
Break up any clumps. Rake loose peat level. Pay special  
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pipe are filled in with loose peat.  

6. Peat Pillow Middle Row. Begin placing peat moss pillows on top of 
the bottom row starting at the walls and working towards the center of 
the tank. The pillows should fit together snuggly and may even over-
lap. Wrap a pillow around the 4ò PVC vent pipe along the wall. The 
middle row of pillows should face in the opposite direction of the 
bottom row (except along the PVC vent pipe).  


