
Each tank shall be constructed of polyethylene and manufactured  
using the rotational molding process. The tank has been vacuum 
tested, water tested and certified by the Florida Department of Health 
as a Category 3 Tank. The inlet elevation shall be 45ò. The outlet  
elevation will be 43ò. The 4ò diameter inlet and outlet pipes shall be 
connected to the tank using watertight 4ò rubber grommets. Tank must 
be backfilled with clean sand and filled with water. 

Eco-Pure Septic and Pump Tanks 

In 2004, Eco-Pure, Inc.  
introduced their line of 
polyethylene septic and 
pump tanks. Eco-Pure 
realized that there was a 
need for a watertight, 
lightweight and very  
reliable alternative to  
pre-cast concrete septic 
tanks. 
 
All of the Eco-Pure tanks 
have passed the stringent 
vacuum test as required 
by the Florida Department of Health. Please contact the factory 
for details. 

Applications  

¶ Single Family Homes 

¶ Multi-Family Homes 

¶ Apartment Complexes 

¶ Churches 

¶ Office Buildings 

¶ Restaurants 

¶ High Groundwater 

¶ Ultra Wide, Strong Reinforcing Ribs 

¶ Load Deflecting Shape 

¶ Wide, Anti-Flotation Ribbing 

¶ Integral EZ Set Leveling Cradles 

¶ Reinforced Man Ways, No ñEggingò 

¶ Ultra Safe Turn-to-Lock Cover  

¶ Domed or Flat Available 

¶ Ultra Strong, Turn-To-Lock Risers 

¶ UV Stabilized Resin protection 

Features  

Please refer to your state and/or local onsite wastewater 
treatment and disposal regulations for details pertaining 
to your systems design, installation and maintenance 
requirements.  

Installation Procedures  

Design  Procedures  

1. Excavate hole to proper dimensions (length, height, 
width, etc.). We recommend a 2 foot over dig on 
each side of the tank for easy, and satisfactory  
backfilling. 

2. Make sure that the bottom of hole is level and free of 
large rocks or other objects that may puncture the 
tank. 

3. Place 6 to 8 inches of pea gravel or clean, fine     
material in hole if installing the tank in heavy, clay 
soils. 

4. Place tank in the hole. 

5. Make sure tank is level using a laser or a 4 foot 
level.  

6. Begin to fill the tank with water. 

7. Begin to backfill the tank in 6 inch lifts. Make sure 
that the backfill material is free from any large rocks 
or other materials that may damage or puncture 
tank. If installing in heavy or clay soils backfill 

with pea gravel or clean, fine material.  

8. Fill the tank with water to the outlet.   

9. Complete backfill. 

10. Connect the inlet and outlet pipes. 

11. Install the risers and lids. Secure covers using    
provided fasteners. 

Specifications  

Planet Care. Inc. warrants the Pump and Septic Tanks against ma-
terial defects and workmanship for a period of five years from the 
date of installation. This warranty is only valid for the purchaser of 
the product. The following will be excluded from warranty coverage: 
any damage caused by an Act of God such as floods, earthquakes 
etc., damage caused the users or third parties such as any modifica-
tion or installation practice not authorized by Planet Care, Inc., any 
damage by heavy vehicles such as cars, trucks, etc. This warranty 
does not cover direct or indirect consequential damage due in part 
or in full of Planet Care, Inc., itôs materials, or their workmanship. 

Warranty  

Customer Service: (813) 643-6094 · Fax: (813) 643-6014 · www.planetcareinc.com · Planet Care, Inc. · Pulaski, VA 24301 USA 


